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Equipment List 0-5mm

[ Vibrating Feeder:GZD900X3000
Max.Feeder Size: < 400mm
Power:7.5KW

Il Jaw Crusher:PE500X750
Max.Feeder Size: < 425mm
Power:55KW

MII' Impact Crusher:PF1010
Max.Feeder Size: < 300mm
Power:75KW

IV Vibrating Screen:3YK1548
Sep1=40mm  Sep2=20mm
Sep3=5mm
Power:15KW

40T/H-60T/H

' 1T PE500X750

@

—

1| IPF1010

BELT FOR THIS T IV 3YK1548

PRODUCTIO
(DB500X15M
(2B500X18M
®B500X20M
@B500X15M
©B500X15M
©B500X15M

NLINE

B

ZENITH

®

0-5mm  5-20mm  20-40mm

40-60TPH (output 40-60 ton per hour) rock crushing plant features for its efficient automatic production, simple
operation & installation, well-crushed stone shape and economical consumption.

Changeable screen meshes enable you to get various finished stone sizes which are applicable for manifold

construction industry.

40-60TPH is mini-type crushing line, single equipment is movable to be operated in different mining sites. It is
best choice for Medium-small scope business investment.

Shanghai Zenith Electric Power Equipment Co., Ltd.

Add: No0.416 Jianye Road South Jingiao Area Pudong

New Area, Shanghai, China
Tel: 0086-21-58386258/58385808
Fax: 0086-21-58385887
Zip: 201201
Web: http://www.zenithcrusher.com

E-mail: webmaster@zenithdream.com
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